Notice No. 6 


Rules and Regulations for the 
Classification of Special Service Craft, 
July 2013 


The status of this Rule set is amended as shown and is now to be read in conjunction with this and prior 
Notices. Any corrigenda included in the Notice are effective immediately. 


Issue date: July 2014 


Amendments to Effective date 


Part 1, Chapter 2, Sections 3 & 4 1 July 2014 
Part 1, Chapter 3, Sections 1 & 2 1 July 2014 


Part 3, Chapter 4, Section 6 1 July 2014 
Part 5, Chapter 2, Section 6 1 July 2014 
Part 5, Chapter 3, Section 3 1 July 2014 
Part 5, Chapter 4, Section 3 1 July 2014 


| 2 Lloyd's Working together 


Register for a safer world 


Part 1, Chapters 2 &3 


Part 1, Chapter 2 
Classification Regulations 


Effective date 1 July 2014 


ie Section 3 
Character of classification and 
class notations 


3.2 Character symbols 


(Part only shown) 
3.2.2 A full list of character symbols for which craft may 
be eligible is as follows: 


E3 This distinguishing mark will be assigned, at the time 
of classing, to new craft constructed under LR’s 
Special Survey in accordance with plans approved by 


another recegrised classification IACS member 


society. 


"A This distinguishing mark will be assigned to new craft 
built under supervision of another IACS member 
society and later assigned class with LR. For such 
craft the class notations will be reviewed separately 
and equivalent notations will be assigned. 


3.12 Descriptive notes 


3.12.3 STV. Where a sailing vessel is used for the offshore 
training of cadets or trainee seamen, a sailing training vessel 
STV descriptive note may be entered in column 6 of the 
Register Book. 


a Section 4 
Surveys - General 


4.9 Withdrawal/Suspension of class 


4.9.4 Class will be automatically suspended from the 
expiry date of the Certificate of Class in the event that the 
Special Survey has not been completed by the due date and 
an extension has not been agreed (see 4.5.11), or is not under 
attendance by the Surveyors with a view to completion prior 
to resuming trading. 

Classification will be reinstated from suspension of class upon 
satisfactory completion of the surveys due. The surveys to be 
carried out are to be based upon the survey requirements at 
the original date due and not on the age of the craft when the 
survey is carried out. Such surveys are to be credited from 
the date originally due. However, the craft’s Class remains 
suspended from the date of suspension until the date Class is 
reinstated. 


4.9.12 For reclassification and reinstatement of class, see 
4.3.2-aRd, 4.3.3 and 4.9.4. 


Part 1, Chapter 3 
Periodical Survey Regulations for Service Craft 


Effective date 1 July 2014 


a Section 7 


General 
1.7 Preparation for survey and means of access 
1.7.1 In order to enable the attending Surveyor(s) to carry 


out the survey, provisions for proper and safe access are to 
be agreed between the Owner and LR. Tanks and spaces are 
to be safe for access, be gas free and properly ventilated. 
Prior to entering a tank, void or enclosed space, it is to be 
verified that the atmosphere in that space is free from 
hazardous gas and contains sufficient oxygen. 


1.7.2 In preparation for survey, thickness measurements 
and to allow for a thorough examination, all spaces are to be 
cleaned including removal from surfaces of all loose accumulated 


corrosion scale. Spaces are to be sufficiently clean and free 
from water, scale, dirt, oil residues, etc., to reveal corrosion, 
deformation, fractures, damages or other structural deterio- 
ration, as well as the condition of the protective coating. 
However, those areas of structure whose renewal has already 
been decided by the Owner need only be cleaned and 
descaled to the extent necessary to determine the limits of 
renewed areas. 


1.7.3 Sufficient illumination is to be provided to reveal 
corrosion, deformation, fractures, damages or other structural 
deterioration. 


1.7.4 Means are to be provided to enable the Surveyor 
to examine the structure in a safe and practical way. Where 
the provisions of safety and required access are determined 
by the Surveyor not to be adequate, the survey of the space(s) 
involved is not to proceed. 


1.7.5 Where soft or semi-hard coatings have been 
applied, safe access is to be provided for the Surveyor to 
verify the effectiveness of the coating and to carry out an 
assessment of the conditions of internal structures which may 
include spot removal of the coating. When safe access cannot 
be provided, the soft or semi-hard coating is to be removed. 


1.7.6 A calibrated multi-gas meter, lifeline and riding belts 
with rope, hook and whistles, together with instructions and 
guidelines on their use, are to be made available during the 
survey of any confined space. Breathing apparatus is to be 
made available but is only to be used in case of an emergency 
or rescue operation. A safety checklist is also to be provided. 


Part 1, Chapter 3 & Part 3, Chapter 4 


m Section 2 
Annual Surveys - Hull and 
machinery requirements 


2.2 Annual Surveys 


including bilge wells, extended spindles, self-closing drain 
cocks, valves fitted with rod gearing or other remote opera- 
tion, pumps and level alarms, where fitted, are to be examined 
and operated as far as practicable and all confirmed to be 
satisfactory. Any hand pumps provided are to be included. 


Part 3, Chapter 4 
Closing Arrangements and Outfit 


Effective date 1 July 2014 


E Section 6 
Miscellaneous openings 


6.6 Underwater lights 


6.6.1 Positions of any underwater lights fitted on board 
are to be shown on the ‘layout of hull penetrations plan’, see 
2.4.1. Details of local arrangements are to be submitted. 


6.6.2 Where bimetallic connections are made, involving 
dissimilar metals, measures are to be incorporated to preclude 
galvanic corrosion. 


6.6.3 All non-metallic sealing arrangements are to be 
suitable for continued immersion in a marine environment. 
Arrangements and application are to be in accordance with 
the sealant manufacture’s published guidelines and relevant 
LR Rules. 


6.6.4 Underwater lighting arrangements are to be such 
that there are primary and secondary means of protection to 
maintain the watertight integrity of the craft. In some installations 
this may be achieved by the fitting of a small cofferdam 
surrounding the primary barrier. Alternative arrangements will 
be specially considered, and are to ensure that failure of the 
primary barrier will not affect the survivability or safe operation 
of the craft. Typically the primary barrier is not to be located 
outside of the shell envelope plating. 


6.6.5 Underwater lighting arrangements which are not 
covered by Type Approval Certification will require prototype 
testing in order to confirm the structural integrity and water- 
tightness of the primary and secondary barriers. The test 
pressure is to be four times the design pressure at the 
proposed location. Tests are to be carried out to the satisfaction 
of the Surveyor. 


Part 5, Chapters 2 & 3 


Part 5, Chapter 2 
Local Design Loads 


Effective date 1 July 2014 


|_| Section 6 
Cross-deck structure for 
multi-hull craft 


6.2 Impact pressure 


6.2.2 The impact pressure, Poe, should not be taken less 


than zero. 


po’ 


Part 5, Chapter 3 
Local Design Criteria for Craft Operating in Non-Displacement Mode 


Effective date 1 July 2014 


a Section 3 
Hull envelope design criteria 


3.1 Hull structures 


(Part only shown) 
Table 3.3.1 Design pressures for non-displacement craft 


Category/location Craft type Symbol | Plating pressure in. Symbol | Stiffener pressure 


Multi-hull craft 


Wet deck Pop Greater of Por Greater of 
Hi Sf Ro Ps ôt Hi S By Ps 


He St Poc öt Hi Sp Poe 


Part 5, Chapter 4 


Part 5, Chapter 4 
Local Design Criteria for Craft Operating in Displacement Mode 


Effective date 1 July 2014 


E Section 3 
Hull envelope design criteria 


3.1 Hull structures 


(Part only shown) 
Table 4.3.1 Design pressures for displacement craft 


Category/location Craft type Plating pressure in. Stiffener pressure 


Multi-hull craft 


Wet deck Greater of Greater of 
Hy S¢ Po Ra Sq Hi St Po Pg 
Hi S$ Poe 34 Hi Sp Poc 
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